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Roof Insulation 

Asphalt Coated Insulating Sheathing 
Scored Insulating Tile 
Insulating Plank Design Board 
Scored Insulating Plank 
Insulating Building Board 
Insulating Utility Board 
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Barrett Insulation Board is a durable insulating and structural material of 
the highest quality — capable of withstanding severe service and weather 
conditions. 



Precision manufactured by the most modern methods and machinery, it 
possesses exceptional strength and insulating properties as well as a fine, 
smooth texture and a high degree of uniformity. 

Produced under close laboratory control and a careful inspection system, 
Barrett Insulation Board meets all requirements of the lumber and building 
trades, and matches, in quality and dependability, other building and 
roofing products made famous by Barrett since 1854. 


ASPHALT COATED INSULATING SHEATHING 


Under wood siding, wood shingle, brick veneer, stucco finish 
and other types of siding, Barrett Asphalt Coated Insulating 
Sheathing provides insulating protection against heat, mois¬ 
ture and cold. It also adds important structural strength and 
eliminates need for building paper which is commonly used 
over wood sheathing. The ease with which it can be cut, 
handled and put up results in important savings in time and 
labor. 


Standard 

Sizes 

Thickness 

Packaged 

Thickness 

Packaged 

4'x 6' 

25/32" 

4 pcs. per bundle 

16/32" 

6 pcs. per bundle 

4' x 7' 

25/32" 

4 pcs. per bundle 

16/32" 

6 pcs. per bundle 

4'x 8' 

25/32" 

4 pcs. per bundle 

16/32" 

6 pcs. per bundle 

4'x 9' 

25/32" 

4 pcs. per bundle 

16/32" 

6 pcs. per bundle 

4' x 10' 
2'x 8'* 

25/32" 

25/32" 

4 pcs. per bundle 
6 pcs. per bundle 

16/32" 

6 pcs. per bundle 


*Shiplapped on long edges in 25/32" thickness. 


Barrett Roof Insulation is light in weight, easy to handle, 
quick to apply, with consequent saving in time and labor costs. 
Low pitch absorption results in increased insulating efficiency. 
For still greater moisture resistance, Barrett Roof Insulation 
is available asphalt coated or asphalt impregnated, as well as 
with plain finish. Thicknesses over 1" are laminated. Asphalt 
impregnated board available in 1" and 2" thicknesses only. 


Barrett Roof Insu¬ 
lation meets Fed¬ 
eral Specifications 
LLL-F-321b, Class 
C, Commercial 
Standard CS42-49 
and A. S. T. M. 
Specification 
C208-46T. 


THERMAL CONDUCTIVITY in B.T.U. per hour per square foot and 
temperature gradient of 1 degree F. per inch thickness is 0.335. 


Standard Sizes 

Thickness 

Packaging 

24" x 50" 
24" x 50" 
24" x 50" 
24" x 50" 

l/ 2 "* 

1"* 

IV 2 " 

2" 

14 pcs. per bundle 

7 pcs. per bundle 

5 pcs. per bundle 

4 pcs. per bundle 


* SOL ID BOARD — not laminated. 
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For insulating, noise-quieting and general attractiveness as 
well as economy, Barrett Scored Insulating Tile offers many 
advantages. In new home construction, it completely elimi¬ 
nates the costly expense of a “finishing" coat of plaster. 
When applied over the plaster in an old or remodeled home, 
it produces an attractive “new look" at a fraction of the cost 
of new plaster. Factory-painted ivory finish may be used as is, 
or repainted to blend with special color schemes. 


Choose Barrett Scored Insulating Plank for economy, 
insulation, reduction of noise and attractive appear¬ 
ance. These planks are easily applied over old plastered 
walls and masonry, as well as in new structures. Shiplap 
and beveled edges assure perfect fit. All nailing is 
concealed in a special nailing groove. Factory-painted 
ivory coating may be repainted on the job to match 
special color schemes. 


Size 

Thickness 

Packaged 

12"x 12" 

’A" 

25 pcs. per carton 

16"x 16" 

V?" 

25 pcs. per carton 

16"x 32" 

V/' 

12 pcs. per carton 


Barrett Insulating Plank Design Board is specially constructed 
for easy, satisfactory installation. A set of five grooves corre¬ 
sponds with standard studding on 16" centers so nails are 
inconspicuous and moulding or batten strips unnecessary. In 
living rooms, bedrooms, dens, stores, offices and other com¬ 
mercial buildings, it creates a neat, modern effect. Ivory 
finished on one side, it may be used as it is, or repainted 
with a good water-thinned paint to conform to special decora¬ 
tive schemes. 


Size 

Thickness 

Packaged 

4' x 6' 

V/' 

6 pcs. per bundle 

4' x 7' 

v»" 

6 pcs. per bundle 

4' x 8' 

y»" 

6 pcs. per bundle 

4' x 9' 

Vj" 

6 pcs. per bundle 

4' x 10' 

’A" 

6 pcs. per bundle 


Size 

Thickness 

Packaged 

8" x 7' 

7/' 

10 pcs. per carton 

8" x 8' 

Vj" 

10 pcs. per carton 

8" x 9' 

y/' 

10 pcs. per carton 

12" x 7' 

y»" 

10 pcs. per carton 

12" x 8' 

7?" 

10 pcs. per carton 

12" x 9' 

y 2 " 

10 pcs. per carton 
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INSULATING BUILD 


Greater economy of construction is possible with Bar¬ 
rett Insulating Building Board. This tough fibre board 
not only adds structural strength to the building, but 
provides effective insulation against blistering heat 
and winter cold. The result is a saving in fuel costs, as 
well as greater comfort. In commercial, camp and tem¬ 
porary buildings, Barrett Insulating Building Board does 
a highly effective job at low cost. Available with natural 
or ivory finish. 


Size 

Thickness 

Packaged 

4'x 6' 

’/a" 

6 pcs. per bundle 

4'x 7' 

’/a" 

6 pcs. per bundle 

4'x 8' 

Va" 

6 pcs. per bundle 

4'x 9' 

’/a" 

6 pcs. per bundle 

4' x 10' 

Va" 

6 pcs. per bundle 


INSULATING UTILITY BOARD 


This tough fibre board is a first-rate material for con¬ 
structing partitions, covering old interior walls, finish¬ 
ing basements, and for all kinds of wallboard uses. 
Adds structural strength to the building — makes a 
strong, permanent wall. Easy to install. Available with 
plain or ivory finish. May be used as is or repainted 
with a good water-thinned paint. 


Size 

Thickness 

Packaged 

4'x 6' 

%" 

8 pcs. per bundle 

4'x 7' 

%" 

8 pcs. per bundle 

4' x 8' 

%" 

8 pcs. per bundle 

4'x 9' 

%" 

8 pcs. per bundle 

4' x 10' 


8 pcs. per bundle 




BARRETT DIVISION 

ALLIED CHEMICAL & DYE CORPORATION 
40 RECTOR STREET. NEW YORK 6. NEW YORK 
205 WEST WACKER DRIVE. CHICAGO 6. ILLINOIS 



BARRETT BUILDING PRODUCTS 

Asphalt Shingles • Mineral and Smooth Surfaced Roll Roofings • Roll 
Sidings • Insulated Asphalt Siding • Asbestos-Cement Roofing and Siding 
Shingles • Sheathings and Building Papers • Tarred and Asphalt Felts • 
Saturated Asbestos Felts • Roofing Pitch • Roofing Asphalt • Waterproofing 
Fabric and Fabric Tape • Flashing Blocks and Forms • Roof Vent and Drain 
Connections • Damp-proofing and Plaster Bond Coatings • Roof Cements 
and Coatings • Protective Paints and Coatings • Wood Preservatives • 
Rock Wool Insulation • Fibreboard Insulation, Sheathing, Plank and Tile 
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